
Tanks
Fuel	 2 x 1000 ltr.
Water/Sewage	 100/500 ltr

Auxillary
Genset	 M-GV 15 piccolo 220 - 240V,
	 15 Kva, 50Hz.
Air control and	 - 10C to 40C, 90% humidity,
airconditioning (internal)	 20 air refreshments/hour
Deck crane	 Manual 400 KG.
Wet area	 Shower and wash basin

Navigation equipment
Navigation equipment	 Radar + GPS chart plotter with
	 echo sounder function and
	 speed LOG-LCD color display.
	 Magnetic compass
VHF	  Fixed VHF radio with DSC
	 system and one set standalone
	 unit with intercom, option/headset
NAVTEX
Vision	 Thermal camera night vision,
	 Electrical search light

Optional
Vessel will be delivered in ready condition and plug 
and play for below deployments
Crew tender (approx 20 Pax), Pilot boat,
Fast Rescue Boat, Survey boat.

Dimensions
Length	 15.10 meter
Breadth	 04.10 meter
Breadth moulded	 03.80 meter
Depth moulded	 01.30 meter
Maximum draft	 00.60 meter

Class
Drawings	 Lloyds Register
Certificates	 MCA 60 Nm’s

Tonnage
GRT	 TBD
DWT	 TBD
LWT	 Approx. 12 Ton

Performance
Maximum speed	 37 Knts
Service speed	 25 Knts
Endurance	 12 hours @ 25knts
Weather allowance	 8 Bft, Sig WH 4 meter

Propulsion
Main engine	 2 x IVECO FPT OC 90 650 bhp
Gearbox	 2 x ZF 305-3 1,968:1
Propulsion	 France Helice SDS 3

CRB/PB/FRB-18-1300
Crew boat, Pilot boat, Fast Rescue boat
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