
Auxillary
Winch	 18 Tn @ 10m/min.
Promotor	 Brake hold 27 ton @ 1st layer
	 Drum capacity D 28 mm x L 450 m.
Genset	 220 - 240V, 22.7 kW
JCB	 Single Phase 50Hz.
Deck crane	 HIAB marine 081-3
	 0.7 Ton @ 9.6 meters

Navigation equipment
2 x VHF	 Sailor 6222
1 x GPS	 GP-39

Optional
Furuno	 AIS
Furuno	 Radar
Sperry	 Magnetic compass
Sailor	 GMDSS A1 kit, SART, GMDSS

Dimensions
Length	 18.00 meter
Breadth	 08.50 meter
Depth moulded	 01.80 meter
Maximum draft	 01.60 meter 
GRT	 75 Ton

Tonnage
DWT	 Approx. 53 Ton
LWT	 Approx. 85 Ton

Performance
Service speed	 8 knts
Service speed pushing	 4 knts
Bollard pull	 Approx 12 ton

Propulsion
2 x Thrustmaster	 360°rotation
OD300N	 300 BHP Cummins

Tanks
Fuel	 Approx. 20 m3
Water	 Approx 15 m3
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MQT-18-300
Multi Purpose Boat
For low cost assistance

www.marqutec.com - info@marqutec.com


